
TACTICAL SOLUTIONS, LLC PRESENTS AN 

ASSEMBLY AND USE PRESENTATION FOR THE 

MONOCAM 770SW MOUNT



FOR USE WITH ITI MINI - MONOCULAR AND 

ITT AN/PVS - 14 NV MONOCULARS (ONLY THE 

ITI MINI - MONOCULAR IS SHOWN INSTALLED)

Á STEP ONE...SLIDE THE 
OLYMPUS STYLUS 770SW 
CAMERA INTO THE 770SW 
MOUNT FROM RIGHT TO 
LEFT AS SHOWN AT 
RIGHT.

Á STEP TWO...SCREW IN 
THE SET SCREW AT THE 
BOTTOM OF THE 770SW 
MOUNT INTO THE 
THREADED TRIPOD 
MOUNTING HOLE IN THE 
OLYMPUS CAMERA AS 
SHOWN.



INSTALLATION PROCEDURE FOR INSTALLING 

THE BUSHING ON THE ITT AN/PVS - 14 NVD

Á SET THE DIOPTER WHEEL 

ADJUSTMENT TO ALIGN 

THE WHITE DOT AND THE 

ñ0ò AS SHOWN IN THE 

PHOTO AT TOP RIGHT.

Á FORCE OUR SIZE #3 

RUBBER BUSHING OVER 

THE LIP FOUND ON THE 

EDGE OF THE EYEPIECE 

UNTIL IT POPS OVER THE 

INSIDE EDGE AS SHOWN 

IN THE PHOTO BOTTOM 

RIGHT



INSTALLATION OF THE BUSHING EQUIPPED NV 

MONOCULAR INTO THE MONOCAM 770SW MOUNT

Á UNLOCK THE LOCKING 
LEVER ON THE MONOLOC 
770SW MOUNT AS SHOWN IN 
PHOTO TOP RIGHT.

Á SEAT THE EYEPIECE END 
OF THE MONOCULAR AS 
DEEP INTO THE MONOCAM 
770SW MOUNT AS 
POSSIBLE, AS SHOWN IN 
PHOTO BOTTOM RIGHT. 

Á NOTE: IT MAY BE 
NECESSARY TO FORCE THE 
LOCKING LEVER BACKWARDS 
TO FURTHER FORCE OPEN 
THE CLAMP IN ORDER TO 
ACCEPT THE EYEPIECE END 
OF THE NV MONOCULAR.

Á LOCK THE LOCKING LEVER



PREPARE THE CAMERA AND NV MONOCULAR 

FOR USE TOGETHER PER THE MANUFACTURES 

INSTRUCTIONS

ÁIT IS A GOOD IDEA TO 

DISABLE THE FLASH FUNCTION 

ON THE CAMERA BEFORE USE!

ÁSET THE CAMERA IMAGE TYPE 

FORMAT SETTINGS TO SUIT 

YOUR CONDITIONS

ÁREMOVE THE DAYLIGHT FILTER 

ON THE NV MONOCULAR AND 

GO!



READY FOR USE!



ADDITIONAL USES FOR THE MONOCAM 770SW 

MOUNTé

ÁMOUNT THE OLYMPUS 

STYLUS 770SW IN 

THE MONOCAM 770SW 

MOUNT ON A 

SPOTTING SCOPE FOR 

HIGH RESOLUTION 

PHOTOS!

ÁSEE THE RESULTS ON 

THE NEXT PAGE...


